
So�ware  
Mixes No limit No limit No limit 
Layers per mix 16 16 16
Notch 10 Free FX 10 Free FX 10 Free FX
Uncompressed playback Yes Yes Yes
Outputs Unlimited (Watermarked) Unlimited (Watermarked) Unlimited (Watermarked)

10 Free FX, exclusive to Hippo�zer+ 

Minimum Hardware requirements
Windows 8 or 10, 64bit
4GB RAM
8GB Drive space on system drive
English Windows (UK or US)
English Keyboard (UK or US)
OpenGL 4.3 Compa�ble
Disable Windows DPI scaling

Recommended requirements
Intel 4th Gen CPU or newer.
8GB RAM
SSD System Drive with 20GB free space
AMD Discrete graphics with 2GB GDDR5 RAM
OpenGL 4.3 Compa�ble
Disable Windows DPI scaling
English Windows (UK or US)
English Keyboard (UK or US)

Windows on a Mac
Hippo�zer Play and Zookeeper will run on Mac based hardware that has installed Windows 10 in Boot Camp

+

小さいけど 
パワフル



KARST+ (DVI-DL) KARST+ (SDI) KARST+ (DP)

Connec�vity
Outputs 2x DVI, 1x DP 2x SDI, 1x DP 2x DP
Max Resolu�on: DVI 3840 x 1200 
Max Resolu�on: SDI 2048 x 1080 
Max Resolu�on: DP 4096 x 2160 4096 x 2160 4096 x 2160
Supports spli�ers Yes Yes Yes
Genlock No Yes Yes
EDID Emula�on Hardware So�ware So�ware
HD Outs (With spli�er) 4 4 8
ZooKeeper Outs 1x DVI, 1x DP 1x DVI, 1x DP 1x DVI, 1x DP 

So�ware  
Mixes     8    8    8
Layers per mix 16 16 16
Notch 10 Free FX 10 Free FX 10 Free FX
Uncompressed playback No No No

Performance
4K layers (4x 16 mixes into 1 output)
FX4 on every DP Output 4x 4K per output

System & Hardware
Media Drive size 1TB 1TB 1TB
Media Drive speed 500 MB/s 500 MB/s 500 MB/s
CPU Intel i5 Intel i5 Intel i5
Opera�ng system Windows 10 Enterprise Windows 10 Enterprise Windows 10 Enterprise
# Threads (cores) 4 (4) 4(4) 4(4)
Core Speed 3.5 GHz 3.5 GHz 3.5 GHz
RAM 16GB DDR4 16GB DDR4 16GB DDR4
Type Dual Channel  Dual Channel  Dual Channel 
Audio In Stereo 1/8” Stereo 1/8” Stereo 1/8”
Audio Out Stereo XLR Stereo XLR Stereo XLR
System Drive 500GB SSD 500GB SSD 500GB SSD
Back-Up Factory Image Yes Yes Yes
Rental Restore Image Yes Yes Yes
User Restore Image Yes Yes Yes
Hippo�zer License Hardware Dongle Hardware Dongle Hardware Dongle

Physical specifica�on
Size RU 2U 2U 2U
Size (L x W x H mm) xxxxxx
Size (with Rack Ears) xxxxxx
Unit Weight xxx
Power Input xxx
Voltage xxx
Power Consump�on  xxx
Moun�ng 
Front & Rear ends included Yes Yes Yes
Rack drawer compa�ble  Yes Yes Yes

Op�onal Cards & Accessories
Total cards supported 1 Capture or Accessory 1 Capture or Accessory 1 Capture or Accessory

Capture Cards
SDI/DVI/Composite Supported Supported Supported
Dual SDI Supported Supported Supported
Quad SDI Not Supported Not Supported Not Supported
Dual DVI Supported Supported Supported
Dual DP Not Supported Not Supported Not Supported

Accessory Cards
10Gb Netwsork (copper) Supported Supported Supported
10Gb Network (fibre) Supported Supported Supported
LTC in Supported Supported Supported

Assurance
Hardware Warranty 1 Year 1 Year 1 Year
So�ware Assurance 3 Years 3 Years 3 Years

So�ware Support un�l November, 2023

+

Hippo zer Nevis+ はコンパクトなボディーながら、他のHippotizerシステム同様 膨大
なツールキットを搭載、ビデオをリアルタイムに作成しビジュアライズ化しながらオペ
レート、再生します。

NEVIS+ (DP)

接続
1x DP 1.2
4096 x 2160
Yes
No
So�ware
2

出力
最大解像度: DP
スプリッターのサポート
Genlock
EDIDエミュレーション
HDアウト (With spli�er)
ZooKeeperアウト 1x DP 1.2 

2 
16
2
No

パフォーマンス
HDレイヤー再生 12
4Kレイヤー再生 2

オプション
キャプチャーカード No

No 10GBネットワーク
SMPTE in (LTC) No

1/2 U 幅, 1U 高
220 x 220 x 42mm
<5kgs
IEC
100-240V 50/60Hz
150 Wa�s

サイズ(L x W x H)
本体重量
電源入力
入力電圧
消費電力

マウンティング シングルまたはダブル
Vesa ラックマウントキット 

Hipotizerの最小ソフトウェアバージョン
含むソフトウェアインシュアランス 

Hippotizer Nevis+ はコンパクトなボディーながら、他のHippotizerシステム同様 膨大
なツールキットを搭載、ビデオをリアルタイムに作成しビジュアライズ化しながらオペ
レート、再生します。

ソフトウェアアシュアランスは、Hippotizerソフトウェアのどの新機能バージョンをインストールできるかを決定するだけです。
既存のインストール済みソフトウェアは永久に実行されます。

新しいハードウェアリリースは、既存のユーザーが最新のソフトウェアを使用できることを意味します。下位互換性が保証されています。

500GB SSD
500Mb/s
AMD Ryzen
Windows 10 
(4)8
3.6 GHz
8GB 
DDR4 
3.5mm TRS
3.5mm TRS
500GB SSD
Yes
Yes
Yes

メディアドライブサイズ
メディアドライブ速度
CPU
OS
# (コア)スレッド
コア速度
RAM
タイプ
オーディオIn
オーディオOut
システムドライブBack-
Upファクトリーレンタル
レストアイメージユーザー
レストアイメージ
Hippotizerライセンス
ハードウェア保証

Hardware Dongle
1 YearV4.5.4

4 機能リリース

Green Hippo 日本総代理店

〒154-0014　東京都世田谷区新町1- 21-16　
TEL. 03-3425-2400　FAX. 03-3425-2402　
http://www.tsjnet.co.jp

本製品を安全にお使いいただくために、ご使用の前に必ず取扱説明書をお読みください。
＊製品の仕様は予告なく変更することがあります。

ソフトウェア
Mix数 
Mix毎のレイヤー数 
ビューポート
非圧縮再生

ハードウェア
ラックマウントサイズ

マウンティング

システム


